LffqLQ..QQQQQEQQQGH&&ﬁﬁﬂﬁﬁnﬂaﬁaﬂ@
JEEs BevelcE Y Y YL L LY o e
P Sistemalbiselatiol L X L LA L IR D &

p“ﬂg%ggga@agaﬂﬂaﬂ
w9 S AU
O Y Y Ly
;ggitﬁﬁﬁﬁﬁﬁﬁﬂﬂﬁﬂh»awan@@naqaa
;!leh 5;g§@@.

a0 eene® eeoveooen
OIQQQ#"’&@ ; X EXEXEXXIXEX
| . Petceeet0eenes

- XYYy

| S 20000000000 R800
*mmwmp@eagoaooqen

2 AR R K XX X X N XX XK X

koK XX X X X X N X X N K.

Peeconcccnsne
Presossscscnon

PoRERA SRR ED®
'goon-o Snooto
Canna®®00
esronse

0 Art. Nr. 25205 &
" Radius R2,5

Art Nr 25202 45°

’,* IIﬁ-25213 30°
.’. ."izszoa 60°




SSIZ= Beveler B 5 (max. width of bevel 5 mm)
S

For the deburring of outer and inner outlines, bevelling, milling of radius and bore holes as from & 20 mm.
Especially developed to produce clean visible edges and to prepare welds.

B Tool-less adjustment of bevel height.

B Handy and powerful.

M For construction steels, stainless steels, aluminium and other materials.
B Multiple indexable insert holder 45° (optional 60°).

W Also forradius R = 2.5

Technical data: Included in the price:
Bevel angle: 45° (optional 30°, 60°) B B 5 — Deburring and Bevelling Device
Bevel width 45°: Steel 0 — 5 mm 400 N/mm2 infinitely adjustable B 1 pc. milling tool 45° with indexable inserts
Aluminium 0 — 5 mm 250 N/mm2 infinitely adjustable B 1 tool set
Bevel width 60°: Steel 0 — 4 mm 400 N/mm2 infinitely adjustable B Transport case
Aluminium 0 — 4 mm 250 N/mmz2 infinitely adjustable B 1 operation manual
Radius: R=25mm
Motor voltage: 230 V 50-60 Hz
Power: 1300 W
Speed: 4200 - 11 000 rotation speed/ min-1 with soft start
with thermal and overload protection
Feed: manual
Weight: 4 kg

seSw=s sistema biselador B 5 (biselado max. 5 mm)
I

Biselado de forma, eliminacién de cantos, radio R 2,5 mm, anchura méaxima del biselado 5 mm.

Destinado al biselado de radios interiores y exteriores y orificios a partir de @ 20 mm.

B Ajuste del desbastado del material sin llave

B Alto rendimiento, ergonomia
B Para acero al carbono, acero inoxidable, aluminio y otros materiales

Datos técnicos El precio incluye

Angulo del biselado: 45° (con accesorios especiales 30°, 60°) B Sistema de biselado con la cabeza universal para
Anchura del biselado: 45° 0 - 5 mm 400N/mm2 el biselado de 45°, R2,5 mm
Radius R 2,5 mm B Herramientas

Tensién: 230 V - 50 Hz B Manual

Rendimiento del motor: 1,3 kW B Maleta de transporte
Revoluciones: 4200 - 11 000 rev./ min

Proteccién contra

la sobrecarga: térmica

Avance: manual

Peso: 4 kg

i Kpomkope3 pyuyHoun B 5 (Makc. wmnpuHa cpacku 5 mm)

[N yaaneHus sayceHUEB BHELLIHETO U BHYTPEHHETO KOHTYPOB, CHATUSA (hacku, OKpyTTeHNs! KoMK, 06paGoTKK KPOMKW OTBEPCTUIA AUaMeTpoM oT @ 20 mm
PaspaGoTaH cneuuanbHO AN NOATOTOBKM CBapPHbIX LUBOB U (pOPMMPOBAHUSA aKKypPaTHbIX, YUCTBIX Kpaes.

B PerynupoBska LWUNPUHBLI hackn 6e3 MHCTPYMEHTOB

W YO06HbIM 1 MOLLHBIN

B [1NA KOHCTPYKLMOHHbLIX CTanew, HepxXaseroLux cTaneln, antoMUHUA 1 APYrnx MaTepuarnos.
B TonoBka co CMeHHbIMU MracTUHamMu nog 45° (onumua — 60°)

B PaguycHag ronoska gnsa okpyrneHuma R = 2.5.

TexHuYeckne xapakTepucTuKN BkritoyeHo B CTOUMOCTb
Yron cacku : 45° (onuma — 30°, 60°) B YcTponcTtBo AnA cHATUA dhackn BS
LLnpuHa cpackun npu 45° : Crtanb 0 - 5 MM. , 400 H/MM2 nnaBHo perynupyeTca B dpesepoBoyHad ronoska 45° ¢ pexyLmm
AntoMuHUA 0 — 5 MM. , 250 H/MM2 nnaBHO perynupyeTca nnacTuHamn — 1 WT
LLinpuHa chacku npu 60° : Cranb 0 — 4 mM. , 400 H/MM2 nnaBHo perynupyeTca B 1 Habop knovei
AntomuHUA 0 — 4 mm. , 250 H/MM2 nnaBHO perynupyeTcs B Kelic Ana TpaHCNOPTUPOBKM
Paauyc : R=25wmMMm M 1 VHCTPYKUMA No aKcnnyaTaLmm
HanpsaxeHue : 230 Bonbr 50 — 60 .
MowjHocTb : 1300 BT.
YacToTa BpaLyeHua : 4200 — 11000 06/MWH € MnaBHbLIM CTapTOM,
TEpMO3aLLUTON U 3aLYMTON OT Neperpysok.
Mopava : Py4yHas
Macca : 4 xr

www.beveler.eu




